
Satisfy Professional's Needs

Max wind speed ft./min590 

DCF102Z
Cordless Swing Fan

Automatic Swing Fan

Automatically Swings 45° L/R

45° 45°



11-1/8”

AC Adapter jack
(option)

ON/OFF switch

Low / Middle / High
selectable 3 wind speeds 3 stage adjustable 

(1 hour, 2 hours, 4 hours)

Automatic swing fan

Fan 
Diameter

7-3/32”

Max wind speed

590 
ft./min

10-3/4” 

7-1/4” 

Cordless Swing Fan

Electronic 3-Speed

DCF102Z

Battery Capacities
Continuous Run Time with 18V (6.0 Ah) Battery
Overall Length

18V / 14.4V Li-Ion
High: 575 mins / Medium: 705 mins / Low: 1,270 mins
7-1/4" (185 mm) (without Battery)

When QUALITY & SERVICE COUNTS – Choose Makita

makita.ca

Standard Equipment: Tool Only. Battery and Charger Sold Separately. 

 

Compact size allows installation even in tight spaces

Run time (approx): min.
DCF102

 

BL1815N
18V  1.5Ah

BL1860B

Low Medium High

1270 705 575

*BL1830B 
18V  3.0Ah

*BL1840B
18V 4.0Ah

*BL1850B
18V  5.0Ah

*BL1860B 
18V  6.0Ah

BL1415N
14.4V  1.5Ah

*BL1430B 
14.4V  3.0Ah

Automatic swing fan
Fan head angle can be adjusted 
from side to side and up and down

Fan tilts up/ down

Adjustable handle

Can be mounted on some 
tripods 

•  3 settings (High 590 ft.min, Medium 492 ft.min, 394 ft.min) for optimal 
air velocity control

•  Very compact but 180 mm (7-1/8") Large fan produces strong 

*with Battery Charge Level Indicator


