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DCO180Z

Satisfy Professional's Needs

Cordless Cut-Out Tool

High rotational speed 
of 30,000 min-1 for fast cutting



Ergonomic barrel handle with ribbed soft grip
• enables your �nger tips to hold the handle securely
• provides comfortable grip and more control while 

minimizing hand fatigue and pain.

Battery Capacities
Collet Capacity

No Load Speed
Overall Length

18V Li-Ion
1/8˝ (3.18 mm)
1/4˝ (6.35 mm) 
30,000 RPM
12-3/8˝ (313 mm)

Cordless Cut-Out Tool DCO180Z  1/4" (6.35 mm)

Soft Start Carrying Case

Dust Collecting

430

Shoe plate with tool 
function can be used as a 
wrench for bit 
replacement.

Quick depth adjustment
No tools required for depth 
adjustment.
Can be adjusted to desired 
depth.

• The motor does not start even if the 
switch is in the ON position when the 
battery is installed.

• This function can be canceled by sliding 
the switch to the OFF position.

BL1850 (5.0Ah), BL1840 (4.0Ah), 
BL1830 (3.0Ah), BL1815N (1.5Ah)

Powered by Li-ion batteries

Large shaft lock button

Externally accessible carbon brush

Anti-restart function prevents 
accidental start up of tool.

Easy-to-operate 
slide-type on/o� switch 
with lock-on function

Collet Cone size 
6.35mm (1/4") 
or 3.18mm (1/8")

For making outlet holes in drywall
at construction or renovation sites.

Compatible with the dust 
cover of Model 3706

Connectable to
Vacuum Cleaner

Part No.193449-2

Lightweight1.7kg (3.7lbs)
for DCO180 With BL1840/ BL1830
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DCO180

DC18RC / DC18RA 

DC18SD 

Charging time (4.0Ah) 
36minutes

Charging time (4.0Ah)  
90minutes

DC18SE (Automotive)
Charging time (4.0Ah)  
90minutes

DC18SF
Charging time (4.0Ah) 
1 to 2 batteries : 90minutes
3 to 4 batteries : 180minutes

Charger

Size
(mm)

Per
pkg.

3.18
 (1/8”)

5

6.35
(1/4”)

1

Part No.

193445-0

773232-1

Drywall guide bit

When QUALITY & SERVICE COUNT – Choose Makita

makita.ca


