
Satisfy Professional's NeedsCordless Recipro Saw
DJR183Z

enables various grip position for 
versatile operations.

Multi-position switch

Paddle switch

Trigger switch

Lightweight Design for Easy Handling



Multi-position switch to make operation easier at any grip 
position for versatile applications by pulling either trigger.

Toolless blade clamp for Recipro 
saw blade

Blade can be set in place with a single insert and removed 
simply by turning the blade clamp.

with pre-glow function

Trigger switch Paddle switch

7.0m/s2

12.5m/s2

Two switch levers are 
available with variable 
speed control.

LED job light

Shoe is adjustable
by loosing/fastening a 
screw for comfortable 
operation.

Shoe adjustment

Rubberized soft grip

DJR183

Competitor M

Test material: Douglas-�r

Low Vibration
Battery Capacities
Maximum Cutting Capacities
Strokes per minute (spm)
Length of Stroke 
Overall Length

18V Li-Ion
Pipe: 2˝ (50 mm) / Wood (w/12" blade): 2˝ (50 mm)
0 - 3,000 SPM
1/2˝ (13 mm)
15-5/8˝ (398 mm)

Cordless Recipro Saw DJR183Z

Variable Speed

Brake

Built-in Job Light

Carrying Case

When QUALITY & SERVICE COUNT – Choose Makita

makita.ca


